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IPsession 200 VoIP Applications Server 
 
 
IPcelerate VoIP Application Solutions enable organizations to get ‘more’ from their IP Telephony 
investment. 
 
IPsession takes advantage of placing an ‘always-on’  workstation (IP Phone) on the network, to 
provide organizations of all sizes the ability to imp act key business initiatives using VoIP.  
IPcelerate’s IPsession comes with 30 VoIP applicati ons ranging from basic telephony features 
such as paging, to solution-oriented VoIP applicati ons such as situational awareness. 

PRODUCT OVERVIEW 
The IPsession 200 delivers IPcelerate VoIP solutions to up to 200 IP phones.  The 1 rack unit (1U) server is pre-
installed with an operating system, Network IP Application framework and VoIP capabilities. VoIP capabilities 
include paging, intercom, DND, Internal 911 Alert notification, Situational Awareness and more. The IPsession 200 
comes with 200 user licenses and can support up to 200 IP Phones, and includes the following features and 
components: 

·  Intel Xeon 3.2 GHz processor, an 800 MHz front side bus (FSB) 
·  Intel PRO/1000 MT Dual Port Server Adapter 
·  73 GB, 10K RPM SCA hard drive 
·  Single 350W power supply 
·  Sound Blaster-Audigy 2-Sound-24 bit-192 kHz-7.1-PCI sound card 
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SPECIFICATIONS 
  Description QTY 
Processor Intel CPU Xeon 3.2 GHz 800 MHz 1 
Storage 73GB 3.5" U320 10K RPM SCA 1 
Raid Host Raid 0/1 Not Used 
Memory 512 DDR PC2100 ECC Registered LP Memory 2 
NIC Intel PRO/1000 MT Dual Port Server Adapter 1 
OS Windows 2003 Server 1 
Sound Sound Blaster-Audigy 2-Sound-24bit-192 kHz-7.1-PCI 1 
Form Factor 1U 1 
Power 350W 1 
IP PBX Support Cisco CallManager (CCM) 3.3, 4.0, 4.1 

 
1U Dimensions 1.7-inches high, 16.93-inches wide, 26.46-inches deep (43.25 mm x 430 mm x 672 mm) 
Weight 35 lbs. typical 
Temp Range Operating: 10C to 35C with max rate change not to exceed 10C/hour 

Non-operating: –40C to 70C 
Relative Humidity (Non-condensing) Non-operating: 90% @ 35C 
Acoustic Noise Sound Pressure: 55 dBA / Sound Power: 7.0 BA 
Shock, Operating Half Sine, 2 G Peak, 11 ms 
Vibration, Unpackaged 5 Hz to 500 Hz 2.20g RMS Random 
BTU Rating 1826 BTU/hour 

(Note that the maximum heat output by the server is equal to the electrical power input) 

POWER SUPPLY 
AC Voltage Single auto-switching 500W PFC - 100 127 / 200 240 V~; 6.5 / 3.2A 
+5V 12A max 
+5V Standby 2A max 
+12V 35A max continuous 
+3.3V 16A max 
-12V 0.5A max 
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Industry Specifications 

The server complies with the following server certifications: 
·  FCC 
·  CE 
·  UL 
·  TUV 
·  Safety: UL 1950, CUL, TUV 
·  EMI: Part 15, CISPR 22 (EN 55022) 
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